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TECHNICAL DATA

BENEFITS
✓  Natural Hydraulic Lime Mortar
✓  Authentic Finish
✓  Cement Free
✓  Complete Joint Fill
✓  Quick to Apply

Description
Designed for gun-injection, Parex Restoration Mortar is a
Natural Hydraulic Lime Mortar able to accommodate
slight movement without cracking. Suitable for pointing
soft brick or stonework, it also allows for the migration of
moisture.

Parex Restoration Mortar is able to set in very damp
conditions or under water, and is suitable for use below
ground level or in areas subject to prolonged dampness.

The mortar will penetrate to a depth in excess of 100mm,
allowing for the deepest of joints and the aggregate
content can be adjusted to produce a mix pumpable into
joint widths of 5mm.

Two grades are available, moderately hydraulic lime (NHL
3.5)  and eminently hydraulic (NHL 5).  The mix
incorporates aggregates graded up to 3mm, which can
be exposed by mild abrasion or left to weather to provide
an authentic finish.

For the grouting of voids, pourable Parex Restoration
Grout is available.

Standard Aggregates      
Border Grit, Trent Grit and Natural are readily available

Black Basalt, Silver Grey, Nordic White, Multi Pink, Yellow
Flint, Red Granite and Green Basalt can be produced to
order.

Product Details/Classification
Parex Restoration Mortar is a dry packed blend of
Natural Hydraulic Lime to BS EN 459 - 1, graded sands
to BS EN 13139 and natural pozzolan.  It also contains
selected aggregates ranging up to 3mm to provide
variations in texture.

Specification Outline
Pointing shall be carried out using Parex Restoration
Mortar as manufactured by Parex Ltd.  The product must
be stored, handled and used strictly in accordance with
the manufacturer’s instructions.

Quality Assurance
Parex Restoration Mortars are manufactured under a
quality system conforming to BS EN ISO 9001:2008. 

Typical Properties @ 20oC
Compressive Strength 

GRADE 1 Day 7 Day 28 Days

NHL 3.5 - 1Nmm/2 3.5Nmm/2

NHL 5 1N/mm2 2N/mm2 5.2N/mm2

Initial Set 3 hour (nominal strength) 

Pot Life 45 mins

Density 1900kg/m3

Yield 14 litres per 25kg bag
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Instructions for Use
Joint Preparation
In order to ensure adequate bonding of the new mortar to
the masonry, it is important that the old mortar is
removed, to a minimum depth of twice the joint width,
and that any residual dust is removed from the joint.

If the masonry is porous, joints should be wetted down
prior to repointing to prevent excessive suction.

Mixing 
Place 4.5 litres of clean water in a mixing tub and
gradually add dry Parex Restoration Mortar whilst mixing.
Mix in a wide shallow pan using a low speed drill and
Parex RM Blender.

Mix thoroughly; initially the mortar may appear to be too
dry but continued mixing will improve workability. Mixing
for at least 5 mins is required. A small quantity of water
may be added to attain desired consistency but care
should be taken to avoid overwetting the mix. The mortar
should be easily pumpable but not be lost from the gun
unless pumped. 

Placing
Keeping the nozzle just clear of the wall, inject the mortar
into the joint, slightly overfilling, working from the top of
the wall downwards. 

When repointing particularly deep joints, the use of a
9mm restrictor nozzle may be required.

After placing, the mortar needs to be pushed back into
the joint.  This should be done when the mortar has cured
slightly and compresses without spreading.  The mortar
can then be left to weather naturally or brushed to
expose the aggregate.

Parex Restoration Mortar may be placed at temperatures
between 5°C and 35°C.  On very dry days it will be
necessary to mist spray the joint to avoid fast drying.

Precautions
Health and Safety
Parex Restoration Mortar is alkaline when mixed with
water and should not come into contact with skin or
eyes.  Avoid inhalation of dust during mixing and wear
safety glasses, dust mask and gloves.  If skin contact
occurs, wash thoroughly with clean water.  Should eye
contact occur, rinse immediately with plenty of clean
water and seek medical advice.
Full Health and Safety Data are given in a Product Safety
Data Sheet.

Fire
Parex Restoration Mortar is non-flammable.

Yield
Each 25kg bag of Parex Restoration Mortar will yield
approx. 14 litres of mixed material.

Storage and Shelf Life
This product must be stored in unopened bags, kept
clear of the ground in cool, dry conditions, protected
from excess draught and frost.  When kept under these
conditions between temperatures of 5-45°C, the shelf life
of the material will be 6 months from the date of
manufacture.

Packaging and Ordering
Parex Restoration Mortar is supplied in 25kg valvesack
bags. 

For further information and sales, please contact your
local Parex office as listed below. 

Parex Ltd products are guaranteed against defective materials and
manufacture. Products are sold subject to the Parex Ltd Terms and
Conditions of  Sale, copies of which are forwarded on invoice and
are available on request. Parex Ltd endeavours to ensure that the
above data and any further advice is correct, however, it cannot
accept any direct or indirect liability for the use of its products as
such usage is beyond its control 

Product Code   

EA801  Border Grit

EA802*  Black Basalt

EA803*  Green Basalt 

EA804*  Red Granite

EA805*  Yellow Flint

EA806*  Silver Grey

EA807*  Nordic White

EA808  Trent Grit

EA809*  Multi Pink

EA850  Natural

*Manufactured to special order, minimum order quantity 20 bags.
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